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LABORATORY DIVISION 
www.fornshobersal.com

    OBERSAL 
FURNACES & OVENS TECHNOLOGY

MF SERIES 
VERTICAL PARALLEL LIFT DOOR · REFINED DESIGN · CERAMIC FIBER INSULATION (1200/1400, 300/400) 
High Quality 24/7 Continuous-Tº Muffle Furnaces · 1000ºC – 1200ºC – 1300ºC 

SAFETY SHUT-OFF  
• Thermocouple break shut-off 
• Turns off upon door opening 

STANDARD FEATURES  
• CE manufactured 
• Maximum operating temperature: 
    1000ºC – 1200ºC – 1300ºC 
• Rapid heating 
• Compact and lightweight  
• 24/7 continuous work capability 
• 4 heating plates with KANTHAL AF 
• Low thermal mass insulation 
• Built with low density ceramic bricks and ceramic fiber 
• Double insulation includes air chamber  
• Outer case in painted metal sheet (inox optional) 
• Rear ventilation via ceramic chimney 
• Ceramic tray included 
• Thermocouple type K or S 
• Spare parts easily replaceable by end user

ACCESSORIES  
• Interchangeable temperature-uniform trays with rim 
• Refractory ceramic tray 
• Incoloy stainless steel tray 
• Smoke chimney 
• Forced smoke chimney 
• Safety alarm Class II. Over-temperature protection 
• Inlet gas entry 
• Flow meter box 
• and more, ask for our full assortment!

FURNACE CONTROLS  
• Lower front control panel 
• Solid state relay 
• General safety switch  
• General safety contactor 
• PAD Digital control 

• PID parameters 
• Non-volatile memory 
• Microprocessor-based temperature controls 
• Alarm  

CONTROL OPTIONS  
• 1 program / 8 segments programmer 
• 4 program / 15 segments programmer  
• Programmers up to 64 segments  
• Data logger and programmer communication by 

Ethernet/ RS232

Four à moufle MF SERIES Hobersal : four de laboratoire, porte guillotine verticale, fonctionne
en continu à haute température, lignes modernes.

• Températures 1.000 °C – 1.200 °C -1.300 °C – 1400°C
• Porte relevable verticale
• En mesure de fonctionner en mode continu 24h/24
• 4 plaques chauffantes avec Kanthal AF – APM
• Isolation à faible masse thermique
• Construit avec des briques de céramique à faible densité et de la fibre de céramique
• Double chambre d'isolation (circulation de la chambre à air)
• Habillage extérieur en tôle peinte (inox en option)
• Ventilé par l'arrière par cheminée en céramique
• Plateau en céramique inclus
• Thermocouple type K ou S
• Four compact et léger
• Remplacement facile de toutes les pièces
de rechange par l'utilisateur final

• Contrôle du four 
   • Sous le four
   • Relais statique
   • PAD Contrôle numérique. Microprocesseur. Alarme.
   • Arrêt de sécurité
   • Coupure de rupture de thermocouple
   • S'éteint à l'ouverture de la porte
   • Fabriqué sous le CE

• Accessoires
   • Plateau en céramique
   • Plateau en acier réfractaire
   • Cheminée de fumée
   • Cheminée à fumée forcée
   • Classe de sécurité II. Protection contre la surchauffe (OTP)
   • Entrée de gaz d'admission
   • Coffret débitmètre
   • Boîte de recuit

• Régulation facultative
   • 1 programme 8 étapes (Programmer)
   • 4 programmes 15 étapes (programmeur)
   • Programmateurs jusqu'à 64 étapes

• Normes
Normes EN 196-2, 196-21, 459-2 et sert à déterminer la perte au feu du ciment et de la chaux ; 
chlorure, dioxyde de carbone, teneur en alcali du ciment.
Calcination, incinération, revenu, chauffage, usage général de laboratoire
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Manufactured in Barcelona since 1946 · 70 years 
  ·  30ºC - 2000ºC  ·  1L - 2000L                     

www.fornshobersal.com
    OBERSAL 
FURNACES & OVENS TECHNOLOGY

MF SERIES 
VERTICAL PARALLEL LIFT DOOR · REFINED DESIGN · CERAMIC FIBER INSULATION (1200/1400, 300/400) 
High Quality 24/7 Continuous-Tº Muffle Furnaces · 1000ºC – 1200ºC – 1300ºC 

SPECIFICATIONS 
Fully customized solutions by request 

We reserve the right to change technical specifications

CHARACTERISTICS  
• Modern design metal case with chrome-phosphatizing base protection and external finish with heat-resistant metal paint. 
• Refractory parts engineered to resist extreme temperature changes, and specific ceramic paste types applied according to temperature 

and work fatigue of each part. 
• Heat resistance in refractory insulation of very low thermal conductivity coefficient. 
• Door system adjusted on the furnace frame by pressure, allowing for complete sealing. Electrically and thermally insulated door handle. 

ACCESSORIES 
• Extraction Chimney: Self-extraction design to eliminate smoke in processes that produce smoke in a considerable amount or when smoke 

extraction is advisable due to the nature of the process. Chimney outlet connection to a smoke bell or to the exterior by end user. 
• Forced air extraction chimney: Specially designed for a forced self-extraction to evacuate smoke fastat resistance in refractory insulation of 

very low thermal conductivity coefficient.  
• Bottom trays: Interchangeable, temperature uniform, with rim to protect against spilling, fusion or adherence of materials.

SPÉCIFICATIONS


